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Entire top surface of bridge deck to be

. Lpots [rep. ato erasect BHM-5B9N64)

— hydroscarified to remove 1.5 of concrete and
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replaced with a microsilica concrete overiay.

e EXiSTl’ng ROW

Existing Gate — EXIs

KXy Remove Existing Guardrall, Length = 104°

Cut M6.24 Curb to M2 curb from
Sta. 14+36.08 to Sta. 15+4
(Transition to existing M6.24

over the last 4'-07) Length = 77.9’
To be pald for as Combination Curb
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Remove Existing
Bituminous Sidewalk
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; Remove Existing
Bituminous Sidewailk
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See Note 2. LJ,]

Existing Gas line —\

=
Cut M6.24 Curb fto M2 curb from Sta. 11+76 fo Sta. 12+53.92
(Transition to M2 over the first 4'-0") Length = 77.9’
To be paid for as Combination Curb and Gutter Removal (Par+ial)

Existing Aerial

Electric
e
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Bk. of S. Abut, See Note 2. Existing Water
Sta. 12+93.42 and Gutter Removal (Partial
, . L
' i) ' W etk n a0 Tl 7 ! ‘ ] W ——iW ) TH—
N B B IR N B :
SeTEEs====Ts= NSNS SN i s e s s e Ot e et et s bt
e s T SN LRSS S IO S B =5 2222200 070 S A A S AL Qs et
g End Project Sta. 14+36.41
|-/—4" PCC Median Surface Removal (Typ.) Area = 153 S.F. ¢ CENTRAL AVENUE
F === ; —-'_——""__-"‘_‘_.—‘:_.':.T‘_—__“:_‘:‘:L—;‘—«L:l‘gj;go__.—,___“_—_—_—__l__.—r_“ g g gy ‘—‘1§‘+"O"O“" S #-‘: —————————————
S —— A B e e
O—s I I R B g O N
p—t— io \ Iy i | \ \Remove Existing Curb & Gutter, Length = 40.33" (Typ.)
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See Note 1.—/ L | \Remove Existing Curb & Gutter, Length = 40.33" (Typ.
(Typ.) ) F‘Z/ \ ,
40 : \ Bk. of N. Abut.

Remove Exisﬂng—/ \ | Sta. 13+96.58
Bituminous Sidewalk | : Existing Aerial Electric
See Note 2. \_ "Remove Existing Bituminous Sidewalk

\ See Note 2.
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DEMOLITION PLAN
NOTES

1. Existing Piling and cap under existing Approach

Pay Limits of Approach Slab Removal Slabs shall be removed down to a depth of at

least 2 ft. below the bottom of +the proposed
sleeper pads for the new Bridge Approach
Pavement. See Standard 420401. Cost

4" Preformed Expansion Joint Filler

20'-0” ) 20-0" to be removed. Cost Incidental

to Approach Slab Removal. Inciuded in Approach Slab Removal.

. Bituminous Sidewalk Removal next to the four

corners of the bridge shdll be included in the

i cost of Combination Curb and Gutter Removal.
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See Note | for limits of Corporate License Number 184-001-084
/_Plllng and cap removal. DEMOLITION PLAN
/——Creosofed Piles CENTRAL AVENUE BRIDGE

OVER NORTH FORK OF KENT CREEK
i F.A.U. ROUTE 5102

SECTION 03-00336-00-BR
WINNEBAGO COUNTY
STRUCTURE NUMBER 101-3023

EXISTING APPROACH PAVEMENT STATION 13+45
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